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Ethernet Ports

Number of Ethernet Ports 6

Data rate per port 10/100 Mbit/s

Medium Ethernet, Fast-Ethernet, 10/100Base-TX, Twisted Pair (TP)

Cable 0..100m, UTP/STP

Connector RJ45

Port functions Auto-Negotiation, Auto-Crossing, Auto-Polarity

Switching Architecture store and forward

Network structure Line/Star, cascade-depth: any

Display 1x link/activity LED, 1x speed LED per port

Power Ports

Number of Ports 2, redundant power supply, no priority, dual input, reverse polarity protection

Operation Voltage DC: 9.6V...60V; AC: 18V...30V

Power Consumption 3,0W

Connector 8pole header (male)

Environment

Operating temperature -40°C ... +70°C

Storage temperature -40°C ... +85°C

Rel. Humidity 10%...90%, noncondensing

Mechanical

Overall size 40 mm x 65 mm x 105mm

Enclosure IP20 (IP40 with all connectors) DIN rail mounting

Weight 300g

Other Fan less design

Approvals

Standards CE, others on request
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Qiwi Unmanaged 

Der Switch setzt neue Maßstäbe
hinsichtlich Kompaktheit, 
Benutzerfreundlichkeit und Preis-
Leistungs-Verhältnis. Der Qiwi
Switch eignet sich perfekt für
einfache und schnelle 
Installationenauf engstem Raum 
und ist als Plug&Play Gerät sehr 
einfach zu bedienen.

Qiwi Unmanaged
Flacher DIN Rail Switch
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Order information

Order no. Product-Code Description Software RJ45-Ports SFP-Ports

006-120-100 QWI-06F-U-LV-IP20 6-Port Fast Ethernet unmanaged Switch - 6 -

006-120-101 QWI-06F-L-LV-IP20 6-Port Fast Ethernet Lite Managed Switch Web, VLAN, QoS,... 6 -


